
1 / 2   Made in Italy. We reserve the right to modify these data without any notice.BY

T06210948DOUBLE GSM-R DUPLEXER
873 ÷ 880 / 918 ÷ 925 MHz

TRANSPORTPOLOMARCONI offers a very wide range of wireless products.
Our products can be tailored according to the customer’s need.

T06210948-DS   REV. 05 - 26/04/2017Ed. 00 - 00/00/2006

Electrical Specifications

Impedance (Ω) 50

Storage Temp. Range (°C) -40° ÷ +85°

Operating Temp. Range (°C) -40° ÷ +70° 

Up-Link (TX) Section

Frequency Band (MHz) 873 ÷ 880

Insertion Loss (dB) ≤ 1
(typical : 0.7)

Return Loss (dB) ≥ 17
(typical : 20)

Rejection (dB)
of the RX section ≥ 45

Max. Continuous Power (dBm) 40

Down-Link (RX) Section

Frequency Band (MHz) 918 ÷ 925

Insertion Loss (dB) ≤ 1
(typical : 0.7)

Return Loss (dB) ≥ 15
(typical : 20)

Rejection (dB)
of the TX Section ≥ 45

Mechanical Specifications

Connectors
Antenna Ports:
Rx and Tx Ports:

2 x N f
4 x SMA f

Dimensions (mm)
for each unit 3U × 22TE × 162.5

Weight (kg) < 1.5

Material Alluminium alloy

Internal Finishing Silver plating

Block Diagram
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